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Door reader be.access Gate 
The door reader be.access gate features an 
exclusive stainless-steel housing combined 
with an AISI 304 front plate. 
 
 Multifunctional front with 4.3" TFT display for 

status-dependent operator guidance, 
protected by impact-resistant polycarbonate 
panel 

 be.access Gate 4.3" Barcode: Processing of 
barcode tickets and QR codes with 2D barcode 
scanner. Optional extension with RFID- reader 
for long-term parking cards possible. 

 be.access Gate 4.3" RFID: Processing of long-
term parking cards via contactless RFID multi-
protocol reader. Optional extension with 2D 
barcode scanner for processing barcode tickets 
and QR codes possible. 

 Wall mounting possible, cable entry optionally 
from the rear or underside. 

 RJ 45 connector for connection via network 
line to the server 

 Potential-free relay output for doors, 
gates, etc. 

Technical Data 
Card formats EM410x, MIFARE DESFire and Classic, 

LEGIC advant, NFC 

Power supply 230V / 50Hz 

Power input 50 Watt 

Weight approx. 15 kg incl. optional stand 

Protection class IP54 

Dimensions (WxHxD) 230x390x126 mm (without stand) 

Operating temperature -15°C to +55°C 
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Options and accessories 
 Reader for LEGIC prime 

 Scanner for 2D-barcode tickets 
and QR-Codes 

 Base for elevated mounting 

 Intercom 

 


