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 Platinum ANPR 
IP Smart-Camera T 

Modular components for your 
professional parking management 



Rev. 02/2023 

Platinum ANPR IP Smart-Camera T 
 Black-and-white camera for 

reading number plates with 
full integration into the 
Platinum Modular parking 
system 
 
 Recognition of the number 

plate and the country code in 
the camera. 

 Linux operating system with 
remote web access via 
embedded web server. 

 C-mount optics with fixed 
focus, optimised for number 
plate reading. 

 AutoIris algorithm for dynamic 
adjustment of the recording 
parameters. 

 Activation of the camera 
when a vehicle is detected by 
means of induction loops or 
laser scanners. 

 Built-in infrared spotlight with 
8 high-power LEDs. 

 Suitable for lane widths up to 
3.00 m. 

 Compact design 

 Wall bracket included. 

 Bracket for mounting on 
vertical mast available 
separately. 

Technical data 
Image resolution Full-HD 1920 x 1080 pixel 

Frame rate 60 fps 

Reading distance up to 8 m, depending on the surrounding 

Power supply 24 VDC or PoE+ 

Power consumption max. 19 Watt 

Protection class IP67 

Operating temperature -40° to +60° C 

Dimensions ca. 178x90x133 mm 
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Options and accessories 
 Access authorisations for long-

term parkers via license plates 

 Software adaptation for linking car 
licence plates with short-term 
parking tickets 

 

 Aluminium or stainless steel 
mounting post 

 Pole mount 

  

 


