Schranken: TSD 60/45
Barriers: TSD 60/45 be

o ©
MaBblar TSD 60/45 barmatic
Dimension drawing TSD 60/45

Vorderansicht Schranke Seitenansicht Draufsicht
Front view barrier Side view Top view

Sperrbreite / blocking widh
Baumlange
O&H 335 ‘#3 boom length %
| (7 s 440
o B ik .
i T
3 / )) 2
o [sp]
200
Baumtyp : ,E* - >
83 Boom type : ,E“ 1o}
R Y .
Fundamentsockel Seitenansicht Draufsicht
Foundation pedestal Side view Top view
Oberkante Insel
Upper edge traffic island
/ PP g 500
; W WU « 430
| S :
# ................. . (7 A
oF ol o . o
Erdre_lchrl, o o 2l g d S
Soil 2 & d / b, Y
Sandbett /1 v ko °
Sand bett ) J AT
240
Induktionschleife - 7
v Induction loop e L
PVC-Flex Rohr NW 20mm, 20mm 50H
Gber Oberkante Fundament fiir Schleifen Befestigung iiber Fix-Anker 12g
PVC-flexible tube NW 20mm, 20mm Mounted with anchor plugs 120

above upper level of foundation for loops

Schleifenzufiihrung
bei Asphaltbelag
Loop course in asphalt

Bauseitiges Fundament: Beton B25
Foundation on the part of the builder:
concrete B 25

Schwarzdecke

Fundamentgrofe Road surface

Foundation measurement
(HxBxT) 800x500x400 mm
1 x PVC-Flex Rohr NW 50mm, 20mm Utber Oberkante Fundament fir Netzspannung
1 x PVC-Flex Rohr NW 50mm, 20mm Uber Oberkante Fundament fir Daten und Steuerleitung
1 x PVC-flexible tube NW 50mm, 20mm above upper level of foundation for mains voltage
1 x PVC-flexible tube NW 50mm, 20mm above upper level of foundation for data and control wiring
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